Bangalore

April 16, 1994
To

The Deputy Chief Minister.
Government of Karnataka.

Subject: BEDTHI HYDRO POWER PROJECT.

Honorable Minister,

- Kindly refer to our discussidns on 6-3-94 regarding alternative proposals for
Bedthi Hydro Power Project. : \

In this connection, we have enclosed a short report’ with computerized
drawings (53) which brings out that the proposed Bedthi Project is extremely
attractive and fully meets environmental requirements. Salient features and results
of the study are clearly illustrated in the drawings and in "notes" contained in the
drawings.

Some of them are:

L There will be 6 Diversion weirs (not Dams) on Bedthi main stem, one on
Koulgi, nine on Gangavalli downstream of Magod Falls, and one on Sonda.
There will also be a 10 km long 3.5 m dia Sonda-Bedthi link tunnel.

In the First Phase, the .Stage 7 (FSL 440 on Bedthi), stage 8 (FSL 80 on
Gangavalli), stage 6 (FSL 462 on Bedthi) and stage 6 (FSL 460 on Koulgi)
could be taken up. This will provide about 1000 million Kwh energy, annually.

In order to make the Project provide assured Firm Power even without co-
ordinated operation with neighboring Storage Projects (Kali and Sharavathi)
it may be necessary to take up Sonda Diversion weir along with the Link
Tunnel. The additional energy due to the diversion for the Phase I schenune
is about 300 million Kwh, This will increase to 500 million kWh when stages
8 to 15 are completed. -

'1"}\0 electromechanical equipment,  for Phase I Power station as per Invoice
obtained from Kvaerner Boving of U.K, is Rs. 900 million for Bedthi (2 units
- of 150 MW)+ Rs.45 million for Koulgi (1 of 5 MW)+ Rs. 240 million (1 of 40 MW)
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= Rs. 1185 million or 118.5 crores.

The civil works estimate could be finalized on the basis of designs ‘in
progress. But approximate estimates indicate civil works cost may not exceed
an aggregate Rs. 800 million. Hence the overall cost will be restricted to Rs.
200 crores in our designs. ; : 1

The total submergence due to the Lakes of Phase I (stages 5,6,7 and 8) is
about 1400 Ha and mostly forme the river bed, rock outcrops and naturally
grown trees along the Banks. However 50 percent of this is considered as
forest i.e 700 Ha. It may be pointed out that due to lakes and ihgféss of
* water at root level, tha intensity of forest may {ncrease from about 0.5 to 1.0.
Morecover due to drawdown in run off river projects, the existing trees may
not be affected.

-
-

The stages 5 and 6 could provide 500ha comp‘ensutory Forest and also irrigul.r:'
another 500ha paddy as second crop in the existing agricultural lands.

without considering benofiln from afforeatation and value of second Paddy
Crop from irrigation the cost per kwh may be as low as 50 paise or with
unforseen civil works the final cost will not exceed one rupee per unit.

The Benefits will {increase considerably when all stages are taken up and
completed. The computerized drawings and estimates will be put up afler
/receipt of concurrence to our environmentally gound Planning Principles
which is based on Water Balance, Energy Balance and Water Energy Balance
studies in the Bedthi_/Gangavalli Basin. Also all aspects related to water
quality management in the reservoir, upstream and downstream of reservoirs
during three stages baseline environment, reservoir formation and project
operation will be described. They will take care of watershed land use, river
characteristics, vegetation, soil characteristics, climatic aspects, floodin.
process, hydro thermal behavior, dissolved oxygen budgel, circulation
patterns, low level discharges, intake configuration, tributaries, delta, dry
reaches, flow fluctuations, water qualily parameter profiles and assimilation
capacity etc will be outlined. ;

In Lhe Bedthi Project most of the Plantations (Teak and lucalyptus) are

< Letween 450 and 470m. Hence in our approach we have split the Bedthi

reservoir into 3 lakes 462 on Bedthi near Siddalgundi, 460m on Koulgi and

440m on Bedthi at Magod. The Lakes regultate the flows to provide water for







